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RTM BASELINE 9,
96-1213A
TABLE 1: REVIEW TABLE
L3 & RBR changes — no other classes affected
L3 i | object| title cer | text RBR | object | segme | req typ | s_verif| s verif s|a verif m | a verif s | req categ | CC | text req_interp
d key _id | key nt e _meth | tat ethod tat ory R retation
od
EOC- 1591 | Receive/pro The | EOC-| 6512 [ FOS | functio | test un- test un- mission
5030 Cess non- EOC shall 5030 nal verified verified | critical The EOC shall
telemetry provide the #B provide the
data capability to capability to
receive and receive and
process, non- process, non-
telemetry data, telemetry data,
which includes which includes
at aminimum at aminimum
the following: the following:
a. a Messages
Messa from the NCC
ges from the b. (Deleted)
NCC C.
b. (Deleted) Telemetry
c. Telemetry processing
processing status messages
status messages from EDOS
from EDOS
EOC-| 7550 | FOS | functio | test un- test un- mission | 96- | The EOC shall Rel A:
5030 nal verified verified | critical 095 | provide the NCC
#A TA capability to messages
receive and only
process non-
telemetry data,

which includes,
at a minimum,
the following:

a. Messages
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from the NCC.
b. (Deleted)
IMS- 1590 | Accessabili | 96- The IMS-| 4942 | SDPS | interfac | inspec | un- inspection | un- mission
0090 ty 085 | IMS shall be 009 e tion verified verified | essential The IMS shall be
8 accessible to 0#B accessible to
usersvia, at a usersvia, at a
minimum: minimum;
a. Direct a. Direct
connection connection
b. DELETED b. DELETED
C. Dial-up
Netwo connection
rk link c. Network link
IMS-| 7652 | SDPS | functio | inspec | un- demo un- mission 96-
009 nal | tion verified verified | essential | 101 | The IMS shall be
O#A interfac 7A | accessible to
e usersvia, at a
minimum;
a. Direct
connection
b. DELETED

c. Network link




Table 2: L3 CHANGE TABLE

CCR #96-1213A

L3 i | object| title cer | text
d key
EOC- 1591 | Receive/pro The EOC shall provide the capability to receive
5030 cess hon- and process, non-telemetry data,
telemetry which includes at a minimum the following:
data a. Messages from the NCC
b. (Deleted)
c. Telemetry processing status messages from EDOS
IMS- 1590 | Accessabili | 96- The IMS shall be accessible to users via, at a
0090 ty 085 | minimum:
8 a. Direct connection
b. DELETED

c. Network link
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Table 3: RBR CHANGE TABLE
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RBR | object | segme | req typ | s verif| s verif s|a verif m|a verif s | req categ [ CCR | text req_interpretation
_id | key nt e _meth | tat ethod tat ory
od
EOC-| 6512 | FOS | functio | test un- test un- mission
5030 nal verified verified | critical The EOC shall provide the capability to receive and
#B process, non-telemetry data, which includes at a
minimum the following:
a. Messages from the NCC
b. (Deleted)
C.
Telemetry processing status messages from EDOS
EOC-| 7550 | FOS | functio | test un- test un- mission | 96- The EOC shall provide the capability to receive and
5030 nal verified verified | critical 0957A | process non-telemetry data, which includes, at a
#A minimum, the following:
a. Messages from the NCC.
b. (Deleted)
IMS-| 4942 | SDPS | interfac | inspec | un- inspection | un- mission
009 e tion verified verified | essential The IMS shall be accessible to users via, at a
0#B minimum:
a. Direct connection
b. DELETED Dial-up-connection
c. Network link
IMS-| 7652 | SDPS | functio | inspec | un- demo un- mission 96-
009 nal | tion verified verified | essential | 1017A | The IMS shall be accessible to users via, at a
O#A interfac minimum:
e a. Direct connection

b. DEL ETED
c. Network link




